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	UC Printing Services
	
	

	
	Operating a Milling Machine

	
	

	
	Task
	Hazards
	Controls

	
	1. Milling text blocks
	Injury to hands from milling blades

 
	Never disconnect safety shields from milling blades.



	
	2. 
	Hearing damage from noise of machine operation


	Wear hearing protection, such as ear plugs, if operating machine for periods extending more than 10 minutes.

	
	3. 
	Possible eye injury from wire stitches thrown out by milling blade
	Wear safety glasses during operation.

	
	4. 
	Crushing finger hazard from book clamp
	Do not hold book at spine when activating book clamp. Hold book at the face.

	
	Required Training:

1. Milling Machine Operations
	Required Personal Protective Equipment (PPE)
1. Ear plugs

2. Safety glasses

	
	
	
	

	Other Information:
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	For more information about this JSA, contact the Office of Environment, Health and Safety at UC Berkeley, 317 University Hall #1150, Berkeley, CA 94720-1150

(510) 642-3073 ( http://www.ehs.berkeley.edu

	
	The development of Job Safety Analyses is a Balanced Scorecard initiative of the AVC-BAS Safety Committee, sponsored by the Associate Vice Chancellor-Business and Administrative Services (AVC-BAS) and the AVC-BAS Leadership Team (  http://bas.berkeley.edu/balancedscorecard
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